PS6508 Redhat 7.2 Touch Panel Step by Step
STEP_01 : 

1. fdisk –l ( Check Pen Driver Device number ).

2. mkdir /mnt/usb ( Create “usb” folder to activate the Pen drive)

3. Mount Pen Driver Device.

4. cd /mnt/usb
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[rootgw rootIh mount /dev/sdbl /mnt/ush
[rootlgw rootds cd /mit/usb
[rootBgw usbli





STEP_02 : List Pen Driver files and copy file (Touch Panel Driver)  to root folder.
1. cp TKCal-1.01-32b-k24-r73.tar.gz /root (T/P calibrate utility)
2. cp TouchKit-1.08.1308-32b-k24.tar.gz /root (T/P Driver)
3. cp tkusb.o /root
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STEP_03 : List “root” folder files.
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STEP_04 : 

1. Unzip TKCal-1.01-32b-k24-r73.tar.gz ( tar –zxvf TKCal-1.01-32b-k24-r73.tar.gz ).
2. Unzip TouchKit-1.08.1308-32b-k24.tar.gz ( tar –zxvf TKCal-1.01-32b-k24-r73.tar.gz ).

[image: image4.jpg]AT tar gz TouchHIA-1.00, 1900-226424 Aar.gz Initnd 2,437, kvg o
e K24 tar. gz 2.4.96.7.1ng nobup.out thush.o

et
14 module..pdf.

Fouchikit 124, TouchKit it |
trantig root o B




STEP_05 : insmod tkusb.o ( Load tkusb.o to system )
[image: image5.jpg]



STEP_06 : copy egalax.o to input folder ( cp egalax.o /usr/X11R6/lib/modules/input/ )  .
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STEP_07 : Edit “rc.local” files ( vi /etc/rc.local )
[image: image7.jpg]



Add text 

rmmod hid

insmod /root/tkusb.o
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STEP_08 : Edit “XF86Config-4” file ( vi /etc/X11/XF86Config-4 )
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STEP_09 : Add ( InputDevice  “EETI” “SendCoreEvents” )
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STEP_10 : Add new section
Section “InputDevice:

Identifier  “EETI”
Driver     “egalax”
Option     “Device” “/dev/usb/tkpanel0”
Option     “Parameters”  “/var/lib/Egalax.cal”
Option     “ScreenNo” “0”
EndSection “InputDevice:
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STEP_11 : Reboot system.
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STEP_12 : startx
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STEP_13 : Press Click “gonme-Terminal”
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STEP_14 : Touch Calibration ( ./TKCal /dev/usb/tkpanel0 Cal ).
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STEP_15 : Please press the symbol it goes to next point or disappears.
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STEP_16 : Test Draw ( ./TKCal /dev/usb/tkpanel0 Draw ).
[image: image20.jpg]panell





[image: image21.jpg]



STEP-1





STEP-2





STEP-3





STEP-4








